
Begin by removing the Solenoid from the packaging (fig 1), 
you will find: 1 Solenoid & 2 Brass Nuts.  Remove the 4 
screws holding the motor cover on your motor.  Under the 
cover there is a black rubber water shield that goes over the 
handle bars, remove it (teeter it up the handles).  Attach the 
Solenoid to the left side of the motor with the supplied bolt 
and washers, remove the nut, it will not be used.  Using the 
front bolt hole attach the Solenoid to the motor. (fig 2) 
 
 
Open the blue box on the right side of the motor, there are 
two philips head screws holding the cover on.  You will see 
two sets of wires in the box as in fig 3, Disconnect the white 
wire from the fuse, and cut the cable tie.  Taking the white 
wire connect it to the solenoid on the lower rear connection 
that is exposed. (fig 4) 
 
 
 
 
Using the the 12” black wire connected to the Solenoid, 
connect it to the fuse in the blue box as seen in fig 5, and 
close the box. (Make sure that the connection to the fuse is 
tight.  If it is lose use pliers to squeeze the tabs in the 
connector making a secure connection to the fuse.)  
 
Take the 6” red wire from the solenoid and connect it to the 
stud with the red wire as shown in fig 6, using one of the 
supplied brass nuts. 
 
*** WARNING: Do not over tighten or strip the stud. *** 
 
Using the remaining 6” black wire from the solenoid, connect 
it to the stud shown in fig 7, again using one of the supplied 
brass nuts. 
 
*** WARNING: Do not over tighten or strip the stud. *** 
 
Re-attach the black rubber water shield and motor cover. 
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If you have any questions please give us a call at (800) 854-3140 or (503) 304-8899. 


