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TECHNICAL DOCUMENT
This document provides step by step instructions for the following procedure.

Title:

Honda GX-160, GX-200 Engine Guard Installation
Date:

6/5/2024
Document Number:

TD-GK-0005-A-06-05-2024
Revision:

A
This document supercedes:

N/A
If this document contains any drawings:

DO NOT SCALE unless specifi ed.
Proprietary & Confi dential
THE INFORMATION CONTAINED IN THIS DOCUMENT IS THE SOLE PROPERTY OF J&J AMUSEMENTS.  
ANY REPRODUCTION IN PART OR AS A WHOLE WITHOUT THE WRITTEN PERMISSION OF J&J 
AMUSEMENTS IS PROHIBITED.

Questions about the procedures outlined in this document?

Call the J&J Amusements Service Department at 503-304-8899 Ext 108

ENGINE GUARD
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GX-160, GX-200 ENGINE GUARD ASSEMBLY
1-61-A0014 Contains:

Item Number Description Qty

 1-61-0092 Guard, Engine GX160/200  1

0097114 Bolt, 8 x 20mm G5Z Hex (3/4”) 1

00962 Washer, 5/16 Z Lock 1

1-50-0258 Bolt, 6mm X 1.00 X 65mm  1

00968 Washer, 1/4 Z Lock 1
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Step 1:
Remove the engine to gain access to 
the front engine mounting bolts. 

(See engine removal in the go-kart 
service manual).

Step 2:
Remove the two engine mounting 
bolts near the motor mount 
alignment pins. 

Save the bolts, washers, and nylock 
nuts. These will be reused.

ENGINE MOUNTING BOLTS
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Step 3:
Remove one of the clutch cover bolts.
This bolt will not be reused. 

CLUTCH COVER BOLT

Step 4:
Set the engine guard in place with 
the mounting holes lined up on top 
of the engine. 

ENGINE GUARD MOUNTING HOLES
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Step 5:
Install the two engine mounting bolts 
from step 2. These bolts will need 
to be installed down from the top. 
The nut and washers will be installed 
from the bottom. Do not fully tighten 
until all the mounting bolts are in 
place. 

Step 6:
Line up the mounting holes with the 
clutch cover. Install the new bolts & 
washers. 

All bolts can now be tightened to the 
proper torque specs.

The engine can now be re-installed. 

NOTE:
Spacer welded to the engine guard.  

Bolt spacer

Part # 1-50-0258 bolt & # 00968 washer

Part #0097114 bolt & # 00962 washer

TORQUE 9 Ibf-ft

TORQUE 9 Ibf-ft

TORQUE 17 Ibf-ft


