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TECHNICAL DOCUMENT
This document provides step by step instructions for the following procedure.

Title:

Talon Frame Guard Installation
Date:

5/5/2025
Document Number:

TD-GK-0006-A-06-05-2025
Revision:

A
This document supercedes:

N/A
If this document contains any drawings:

DO NOT SCALE unless specifi ed.
Proprietary & Confi dential
THE INFORMATION CONTAINED IN THIS DOCUMENT IS THE SOLE PROPERTY OF J&J AMUSEMENTS.  ANY REPRODUCTION IN 
PART OR AS A WHOLE WITHOUT THE WRITTEN PERMISSION OF J&J AMUSEMENTS IS PROHIBITED.

Questions about the procedures outlined in this document?
Call the J&J Amusements Service Department at 503-304-8899 Ext 108
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PLATE ASSY, FRAME TALON/STINGER 25TALONGUARD BULLETIN
 1-70-A0017 Contains:

Item Number Description Qty

 1-70-0089 Plate, Frame Talon 1

1-50-0025 Bolt, 1/4-20 x 3/4 Flange 2

00948 Nut, 1/4-20 Z Nylock 2

1-50-0157 Screw, 10-16 x 1” Self Drill and Tap 2

002865 Washer, #12 Z Flat 2
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To prevent serious injury, a frame 
guard must be installed beneath 
the kart. This guard helps reduce 
the risk of long hair or loose 
clothing becoming entangled in 
moving or rotating components. 

A guard is installed to cover the 
frame opening under the kart.

FIGURE 1:
shows the frame opening before 
the guard is installed. 

FIGURE 2: 
shows after the guard is installed.  

Figure #1
Before

Figure #2
Aft er

IMPORTANT: 
Before beginning installation, ensure 
the go-kart is safely elevated to allow 
access to the underside. 

LIFTING THE GO-KART:
To access the underside of the kart, 
raise it using one of the following 
methods:

1) A jack (from the rear or side)

2) A lift (note: depending on your shop 
setup, this method may be more dif-
fi cult)

INSTALLATION STEPS:

Position the Plate:
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Align the sides of the plate 
between the square tubing of the 
frame.

The front edge of the plate 
should be aligned 1/16” past the 
lip of the back panel plate.
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MARK THE DRILL POINTS:

The plate comes pre-drilled.

Mark the two rear-facing holes 
using a white permanent marker.

DRILL PILOT HOLES:
Use a 3/16” drill bit to drill pilot 
holes at the marked locations.

ENLARGE THE HOLES:
Widen the pilot holes using a 
5/16” drill bit.
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MOUNT THE PLATE:

Use the provided bolt, nut, and 
washer to secure the plate to the 
frame.

SECURE THE SIDES:
Install the two self-tapping 
screws into the pre-drilled holes 
on each side.

Use a drill with a 3/8” nut driver 
bit.

THE PLATE IS NOW SECURELY INSTALLED.
 


