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VORTEX SPEED GAUGE Version 2
OWNERS INSTRUCTIONS

Thank you for purchasing an Inspeed Vortex Speed Gauge for Karts!

It was designed to provide you with consistent, accurate information, for use in a rugged environment, at an
affordable price.

Here are a few things you should know about your Vortex:

Operation

First, the Vortex Kart will turn on and off automatically — there is no on/off switch!

Getting a measure of kart wheel speed with the Vortex is simple: just make sure that the head/rotor are
aligned with the rotation of the kart wheel, and hold the Vortex LIGHTLY against the outermost surface of the
tire. Apply a slight pressure to ensure good contact with the wheel. Read the wheel speed on the display.
There are two readouts on the display — an upper one and a lower one. The upper, larger one is all you need
to monitor; the lower one can be ignored (multiple functions can be accessed using the bottom button on the
display. The upper button is for RESETTING things like max, average, etc.).

For detailed instructions on how to use the display, refer to the instructions enclosed or check out the Manuals
tab on the Vortex Kart page of inspeed.com.

NOTE: if the rotating wheel is not parallel to the kart wheel, accuracy will be compromised!
NOTE: a small amount of play (apparent looseness) in the rotor is normal and dones not affect operation.

Calibration

The Vortex is calibrated to mph. If you want to change the calibration to kph, or when you change the
battery on the display, you will need to enter the proper number for the unit to display the right speed.

For a readout in mph, enter 0100.

For a readout in kph, enter 0160. . :

Detailed instructions on entering the calibration vaiues are in the Sigma Sport Manual and/or on inspeed.corn.

Battery — type CR2032.
The Vortex uses a coin type battery in the display. If the display goes blank, the battery is likely in need of
replacement.

To replace the battery in the display, simply depress the small clip below the display and slide it upwards to
remove it from the holder. Follow the instructions from Cateye to reset the Wheel Size.

BE SURE TO RESET THE WS TO 0100 FOR MPH (OR 0160 FOR KPH) AFTER YOU REPLACE THE BATTERY!

Cleaning and maintenance
If by chance dirt or contamination should enter the bearings of the Vortex, it is easy to clean, as follows:
Remove the two screws that hold the plate under the Vortex body
Carefully remove (pry off) the circlip on the bottom of the shaft
Remove the shaft and rotor assembly and clean the body thoroughly
Reassemble in reverse order

Thank you and enjoy your Vrtex-!
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INFO & SETTING WHEEL SIZE ON THE BC1200

FIRST: Remove the display from its backing by
twisting it counterclockwise about 1/8 of a tumn.
Do not undo the small screws ~ just twist!
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on the bottom.
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The Vortex is shipped calibrated in MPH,
You do NOT need to do anything if you are happy with these
settings, However, to change the language andfor the

MPH/KMH setting (wheel size), or after changing batteries,

proceed as follows:

(;) Set language and whee size L 0WST)
oy o+ Pres MOCE untt TAGES-KM iD4STIDAY] acpears on display
=« Pross @ WS T2 on the back untl (0 (WST) appears.

+  Pross 56T on the back for 3 sec, with & pointad tood

This should cause the “language” to flash.

_SIGMA SPORT BC 1200

DEUTSCH
ENGLISH
FRANCAIS
ITALING
ESPANOL
SYENSK

HOLLANDS Press the RESET button on the top
until the desired language appears,

Press the MODE key to confirm it

; — and mave on to the next function —
WOEL selecting MPH or KMH.

Again, press the RESET (top)
button to scroll between options,
and press MODE to confirm.

This will bring you to the wheel size
input,

Again, pressing MODE will toggle
between digits, and pressing
RESET will change the numbers.

Check www inspeed corn for the

correct calibration numbers —
should also be in your instruction
sheets {alsc on inspeed com)

M1 rotor: 0952 (before May '05)
D2 rotor: 0711 (after May '05)

(It's not a5 bad as it seems once
you get used to it)

To complete the process (once the
right numbers are entered), tum the
display over and press the SET
button with a pointed tool.

Done!

Note that this same process
applies to setting the CLOCK:
press the MODE button until the
Clock appears, then proceed
just as described her for WS...

NOTE: THIS IS A REDUCED VERSION OF A MORE
COMPLETE SET OF INSTRUCTIONS FOR THE BC1200.

TO LEARN MORE ABOUT THE FUNCTIONS OF THE
BC1200, GO TO WWWW.INSPEED.COM UNDER THE
MANUALS SECTION OF YOUR PRODUCT AND LOOK
FOR SIMPLIFIED INSTRUCTIONS FOR THE BC1200.

ALSO: FIND MORE ON WWW._SIGMASPORT.COM



