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Operation Manual
Traffi c light control console (2026)

Published by J&J Amusements, Inc.
An Oregon Corporation© 2026 J&J Amusements Inc. - All Rights Reserved

Specifi cations subject to change without notice.

Part # 1-60-5014 (Console, Traffi  c Light Control Messenger, PA, EXE NEW) 
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The Traffi  c Light Console is designed to provide the ride attendant with a simple and reliable interface for controlling 
ride operation, timing, and rider communication. Through the touchscreen display, the operator can start and 
stop the ride cycle, monitor ride time, control speed settings, and activate audio/video messages. The integrated 
traffi  c light system provides clear visual indicators to both the operator and riders, signaling ride status throughout 
operation. The system also includes an HDMI output for connection to external monitors, allowing all audio 
messages to be accompanied by synchronized video. This system is designed to promote safe, consistent ride 
operation by guiding attendants through the normal ride sequence and end-of-ride procedures.
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BUTTON DESCRIPTION & OPERATION

POWER SWITCH: 
Th e power switch turns the console ON and OFF. When the console is powered 
ON, the system will begin the startup sequence and the red power LED will il-
luminate.
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MICROPHONE: Th is allows the operator to speak thru the overhead 
speakers. 
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1) Turn the POWER SWITCH ON.

2) The RED POWER LED will illuminate in the top-right corner of the screen.

3) During startup, the display background will turn BLUE and show: “LOADING APPLICATION…”

4) Once the system fi nishes booting, the MAIN OPERATION SCREEN APPEARS:

                                                           
                                                               

                                                                     The system is now ready for use.

 

 

 

SYSTEM STARTUP SEQUENCE  
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1 SPEED CONTROL & TRAFFIC LIGHT FUNCTIONS

”GO” Button
     ·Illuminates green traffi  c light
     ·Places go-karts in GO mode
     ·Starts or resumes the ride timer
“MEDIUM” Button
     ·Illuminates green traffi  c light
     ·Places go-karts in MEDIUM mode
     ·Starts or resumes the ride timer
“SLOW” Button (Track caution)
     ·Illuminates fl ashing yellow traffi  c light
     ·Places go-karts in SLOW mode
     ·Pauses the ride timer
“STOP” Button (Track caution)
     ·Illuminates fl ashing yellow traffi  c light
     ·Places the go-kart in STOP mode
     ·Pauses the ride timer
**Important**
The touchscreen speed control buttons will activate the Kartrol transmitter at all times, regardless of the 
current screen or menu displayed.

TRAFFIC LIGHT STATUS INDICATOR 
This indicator displays which traffi  c light is currently illuminated on the track, providing the operator with 
real-time ride status.

RIDE TIME REMAINING
The upper right portion of the screen displays the Ride Time Remaining. This timer counts down from 
the preset ride duration to 0:00.
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TOUCHSCREEN LAYOUT  

1

2

3



Page #

6 of 14 Questions about this procedure? Give us a call at (800)854-3140 or (503)304-8899

6

4 END RIDE BUTTON
Ends the ride and immediately begins the end-of-ride countdown sequence

 MESSAGE BUTTONS     

      ·MAIN MESSAGE – Plays the main ride message
      ·RIDE MESSAGE – Mutes audio and plays track rules screen (if monitors are used)
      ·REMAIN SEATED – Plays the remain seated message
      ·SAFE TO EXIT – Plays the ride exit message
 
PIT CONTROL BUTTONS

      ·PIT ON – Activates the pit loop remotely
      ·PIT OFF – Deactivates the pit loop remotely

**Important**
The PIT ON and PIT OFF control buttons are not functional if the pit loop is controlled by the RED traffi  c 
light or if the track is not equipped with a pit loop.
The pit control buttons may be removed from the display through the Screen Settings menu. 

SETTINGS
Settings allows adjustment of select system functions.

KARTROL AND PIT STATUS
Displays the current operating status of the Kartrol system and pit loop.
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TOUCHSCREEN LAYOUT - continued
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NORMAL RIDE OPERATION 

     • Press the “GO” or “MEDIUM” button to begin the ride cycle.

     • The traffi  c light will turn GREEN, indicating the ride is in progress. The ride timer will begin counting down from the
        preset ride time.

     • When the ride timer reaches 00:00, the attendant alarm will sound, indicating the start of the fi nal lap.

     • The YELLOW traffi  c light will begin fl ashing, and the ride timer will reset to a 15-second countdown.  

     • When the 15-second countdown reaches 00:00, the traffi  c light will change to solid RED and the 
        “REMAIN SEATED” message will play.

     • Once all go-karts have SAFELY entered the pit area and come to a complete stop, it is safe for riders to exit.
  
     • Press the “SAFE TO EXIT RIDE” button to play the exit message.

     • After all riders have safely exited the ride area, press the “RIDE MESSAGE” button to stop the “EXIT RIDE” 
       message. 

     • The console is now ready for the next ride cycle. 
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FUNCTIONS THAT MAY BE PERFORMED DURING A RIDE CYCLE

During a ride cycle, the operator can control ride speed using the touchscreen controls to respond to 
track conditions and rider safety.

For example, if a go-kart spins out on the track, the operator may press the “SLOW” or “STOP” button, 
depending on the situation. This will reduce all go-karts to slow speed or stop them, and the “YELLOW” 
traffi  c light will begin fl ashing.

Once conditions are safe, track attendants may enter the track to assist the rider and clear the 
obstruction. After the situation has been resolved and attendants have safely exited the track, they will 
signal to the operator that normal operation may resume.

The operator will then press the “GO” button to return all go-karts to full speed. The “GREEN” traffi  c 
light will illuminate, and the ride timer will resume.

During a ride cycle, the operator may end the ride at any time by pressing the “END RIDE” button 
located below the ride timer. This will immediately start the end-of-ride countdown sequence.

NOTE:
Once the “END RIDE” button has been pressed, a new ride cycle cannot be started until the end-of-ride 
sequence has been completed.

During the ride cycle the main ride message can be played by pressing the “MAIN” message button.
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 SETTINGS SCREEN

                 The Traffi  c Light Console includes a Settings screen that allows adjustment of select system functions.
 
        To access the Settings screen, press the settings button located at the top left. 
          
         The password entry screen will then appear. Enter the password 5014 to access the Settings menu.
 
         IMPORTANT: Access to the Settings screen should be limited to authorized personnel only.
                                That helps prevent operators from digging into settings they shouldn’t be changing.
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 SETTINGS SCREEN OVERVIEW

        The Settings screen allows authorized users to confi gure system behavior and display options.

        RIDE TIME: Adjusts the duration of the RIDE TIME.

        MEDIUM LIGHT MODE: Determines how the traffi  c lights respond when the MEDIUM button is pressed:
                                                 • Green and yellow lights activate.
                                                 • Green light only.
                                                 • Yellow light only.
                                                 • No change to current light state.

        YELLOW FLASH: Confi gures the yellow traffi  c light behavior: Flashing (default) or Solid light.

        AUDIO OUTPUT (HDMI or Audio Jack): Selects the audio output source:

        PIT CONTROL: Allows the operator to show or hide the PIT ON and PIT OFF buttons on the main screen.

        BACK TO MAIN: Returns the display to the main operation screen.

          
  

          

          

         

3

2

1

4

5

6

1

2

3

4

5

6



Page #

11 of 14 Questions about this procedure? Give us a call at (800)854-3140 or (503)304-8899

11

 FACTORY DEFAULT SETTINGS

          
          

                                                                                      
  
  
 
  
The following table lists the default confi guration settings for the Traffi  c Light Console  

SETTING DEFAULT VALUE DESCRIPTION
Ride Time 5-Minute Duration of the ride time.
Medium Light Mode No Change Traffi  c lights remain unchanged when 

MEDIUM is pressed.
Yellow Flash Flashing Yellow light fl ashes during a track cau-

tion and at the end-of-ride sequence.
Audio Output HDMI Outputs audio and video through 

HDMI connection.
Pit Control Visible Displays PIT ON and PIT OFF buttons 

on the main screen.
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REMOTE SWITCH BOX CABLE ADAPTER ( Optional)

   
The remote switch box cable adapter allows the Kartrol remote switch box to be hard-wired to the Traffi  c Light 
Console.

          • This connection is optional and may be used in addition to the wireless transmitter system.
             
NOTE:
Refer to the wiring diagram and Kartrol documentation for proper connection and confi guration of the remote switch 
box
                                          The remote switch box must be purchased separately.
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Panel power: Connect 120 VAC hot wire to terminal “L”.
                                Connect neutral wire to terminal “N”.
                                Connect ground wire to terminal “GND” (green & yellow terminal color).
NOTE : the “H” black terminal is not used for connecting panel power.

Traffi c signal: Connect all the traffi  c lights neutral wires to terminal “N”.
                                  Connect ground wires to terminal “GND” (green and yellow terminal color).
                                  Connect red light hot wire to terminal “204” (red terminal color).
                                  Connect yellow light hot wire to terminal “203” (yellow terminal color).
                                  Connect green light hot wire to terminal “202” (green terminal color).

Speaker: Connect the speaker common wire to the “-” speaker terminal.
                      Connect the speaker positive wire to the “+” speaker terminal.

Remote Switch Box Cable Adapter Port: Port used for the adapter cable.

HDMI Port: Standard type-A HDMI cable. 
 
 

System requirements: 120v 20 amp dedicated circuit for console and traffi  c lights.

 CONSOLE PANEL WIRING CONNECTIONS
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Optional Kartrol EXE Table Top Transmitter.
Transmitter Sold Separately

 INSIDE TRAFFIC LIGHT CONTROL CONSOLE 

11
5v

 P
ow

er
 O

ut
le

t


